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SINGLE FIBER BI-DIRECTIONAL OPTICAL
MODULE, AND TRANSPORT SYSTEM AND
METHOD BASED THEREON

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application is a continuation of International Appli-
cation No. PCT/CN2011/073695, filed on May 5, 2011,
which is hereby incorporated by reference in its entirety.

TECHNICAL FIELD

Embodiments of the present invention relate to the field of
communication technologies, and in particular, to a single
fiber bi-directional optical module, and a transport system
and method based thereon.

BACKGROUND

With the development of optical communication technolo-
gies, optical modules are applied more and more extensively.
Common optical modules include: small form factor (Small
Form Factor, SFF for short), small form-factor pluggable
(Small Form-factor Pluggable, SFP for short), enhanced
small form-factor pluggable (Enhanced Small Form-factor
Pluggable, ESFP for short), and single fiber bi-directional
optical modules.

Functionally, the SFF is similar to the SFP. FIG. 1a is a
schematic diagram showing an application manner of exist-
ing SFP, ESFP, and SFF optical modules in a transport sys-
tem. As shown in FIG. 1a, a transmission fiber is separated
from a receiving fiber, and Lucent connector (Lucent connec-
tor, LC) fibers are used. The difference lies in that: the SFF is
fixed, and is used after its pins are fixed, and does not support
hot-plugging, while the SFP supports hot-plugging. Basic
functions of the ESFP are similar to those of the SFP. How-
ever, compared with the SFP, the ESFP has monitoring func-
tions for performance such as the current and voltage of the
optical module.

Because the transmission fiber and the receiving fiber are
separated, the foregoing several optical modules all waste
fiber resources; furthermore, because the transmission fiber
and the receiving fiber are separated, asymmetric compensa-
tion of fibers is required in a time synchronization applica-
tion.

Compared with the SFP, ESFP, and SFF optical modules,
the single fiber bi-directional (Single Fiber Bi-directional
SFP) optical module occupies far fewer fiber resources. The
single fiber bi-directional optical module uses an [.C fiber for
both transmitting and receiving, supports hot-plugging, and
supports monitoring functions for performance such as the
current and voltage of the optical module. FIG. 15 is a sche-
matic diagram showing an application manner of existing
single fiber bi-directional optical modules in a transport sys-
tem. As shown in FIG. 15, a single fiber bi-directional optical
module may use different wavelengths in a same fiber to
establish two channels that do not interfere with each other:
channel 1 and channel 2.

However, in the single fiber bi-directional optical modules,
the optical modules at a transmitting end and a receiving end
must be used in pairs. For example, the wavelength of a
transmitting channel of a local optical module A is 1310 nm,
and the wavelength of a receiving channel thereof'is 1490 nm;
if apeer optical module B is used in pairs with the local optical
module A, in the peer optical module B, the wavelength of a
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2

transmitting channel needs to be 1490 nm, and the wave-
length of a receiving channel needs to be 1310 nm.

Therefore, the existing single fiber bi-directional optical
modules may have some problems. For example, because two
optical modules communicating with each other are generally
not in the same place, it is necessary to pair the optical
modules during port fiber installation, and confirm whether
pairing and interconnection are successful. When the more
the optical module pairs are, the more complex the installa-
tion is, and the more easily errors occur. Hence, reliability of
installationis reduced, and installation and maintenance costs
are increased.

SUMMARY

Embodiments of the present invention provide a single
fiber bi-directional optical module, and a transport system
and method based thereon to resolve defects of complex
installation and many numbers in installing single fiber bi-
directional optical modules in the prior art, thereby imple-
menting easy installation, and reducing device numbers and
maintenance costs.

An embodiment of the present invention provides a single
fiber bi-directional optical module, including a self-search
circuit respectively connected to a transmission selection cir-
cuit and a receiving selection circuit, where:

the self-search circuit is configured to search for channels,
and instruct, according to a channel search result, the trans-
mission selection circuit to transmit optical signals through
one of at least two channels for transmitting optical signals,
where optical wavelengths of the at least two channels for
transmitting optical signals are different; and

the self-search circuit is further configured to instruct,
according to a channel search result, the receiving selection
circuit to receive optical signals through one of at least two
channels for receiving optical signals; wherein optical wave-
lengths of the at least two channels for receiving optical
signals correspond to the optical wavelengths of the at least
two channels for transmitting optical signals.

An embodiment of the present invention further provides a
transport system based on a single fiber bi-directional optical
module, including a first single fiber bi-directional optical
module and a second single fiber bi-directional optical mod-
ule, where:

the first single fiber bi-directional optical module is any one
of' the single fiber bi-directional optical modules provided by
the embodiments of the present invention, and the second
single fiber bi-directional optical module is any one of the
single fiber bi-directional optical modules provided by the
embodiments of the present invention; and optical signals are
transported between the first single fiber bi-directional optical
module and the second single fiber bi-directional optical
module through a communication fiber, wherein

a transmission selection circuit of the first single fiber
bi-directional optical module is configured to transmit optical
signals to a receiving selection circuit of the second single
fiber bi-directional optical module; and

a receiving selection circuit of the first single fiber bi-
directional optical module is configured to receive optical
signals transmitted by a transmission selection circuit of the
second single fiber bi-directional optical module.

An embodiment of the present invention provides an opti-
cal signal transport method based on a single fiber bi-direc-
tional optical module, including:

searching, by a self-search circuit of the single fiber bi-
directional optical module, for channels; and
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according to a channel search result, transmitting, by the
single fiber bi-directional optical module, optical signals
through one of at least two channels for transmitting optical
signals, and receiving optical signals through one of at least
two channels for receiving optical signals;

wherein optical wavelengths of the at least two channels
for transmitting optical signals are different, and optical
wavelengths of the at least two channels for receiving optical
signals correspond to the optical wavelengths of the at least
two channels for transmitting optical signals.

In the single fiber bi-directional optical module, and the
transport system and method based thereon in the embodi-
ments of the present invention, the self-search circuit of the
single fiber bi-directional optical module may control selec-
tion of optical communication channels between the local
single fiber bi-directional optical module and a peer single
fiber bi-directional optical module. Therefore, single fiber
bi-directional optical modules at a local end and a peer end of
an optical line may have the same structure, and single fiber
bi-directional optical modules do not need to be used in pairs;
hence device numbers and maintenance costs are reduced.

BRIEF DESCRIPTION OF DRAWINGS

To illustrate the technical solutions in the embodiments of
the present invention more clearly, the following briefly intro-
duces the accompanying drawings required for describing the
embodiments. Apparently, the accompanying drawings in the
following description show merely some embodiments of the
present invention, and a person of ordinary skill in the art may
still derive other drawings from these accompanying draw-
ings without creative efforts.

FIG. 1a is a schematic diagram showing an application
manner of existing SFP, SSFP, and SFF optical modules in a
transport system,

FIG. 15 is a schematic diagram showing an application
manner of existing single fiber bi-directional optical modules
in a transport system;

FIG. 2 is a schematic structural diagram of a single fiber
bi-directional optical module according to an embodiment of
the present invention;

FIG. 3 is a schematic structural diagram of a single fiber
bi-directional optical module according to another embodi-
ment of the present invention;

FIG. 4 is a schematic structural diagram of a single fiber
bi-directional optical module according to another embodi-
ment of the present invention;

FIG. 5 is a schematic structural diagram of a single fiber
bi-directional optical module according to another embodi-
ment of the present invention;

FIG. 6 is a schematic structural diagram of a transport
system based on a single fiber bi-directional optical module
according to an embodiment of the present invention;

FIG. 7 is a schematic diagram showing a channel relation-
ship of a transport system based on a single fiber bi-direc-
tional optical module according to another embodiment of the
present invention;

FIG. 8 is a flowchart of an optical signal transport method
based on a single fiber bi-directional optical module accord-
ing to an embodiment of the present invention;

FIG. 9 is a flowchart of an optical signal transport method
based on a single fiber bi-directional optical module accord-
ing to another embodiment of the present invention;

FIG. 10 is a schematic state diagram of a shift register in an
optical signal transport method based on a single fiber bi-
directional optical module according to another embodiment
of the present invention; and
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FIG. 11 is a schematic diagram of a state machine in an
optical signal transport method based on a single fiber bi-
directional optical module according to another embodiment
of the present invention.

DESCRIPTION OF EMBODIMENTS

To make the objectives, technical solutions, and advan-
tages of the embodiments of the present invention more com-
prehensible, the following clearly describes the technical
solutions in the embodiments of the present invention with
reference to the accompanying drawings in the embodiments
of the present invention. Apparently, the described embodi-
ments are merely a part rather than all of the embodiments of
the present invention. All other embodiments obtained by a
person of ordinary skill in the art based on the embodiments
of the present invention without creative efforts shall fall
within the protection scope of the present invention.

FIG. 2 is a schematic structural diagram of a single fiber
bi-directional optical module according to an embodiment of
the present invention. As shown in FIG. 2, the single fiber
bi-directional optical module includes a self-search circuit 33
respectively connected to a transmission selection circuit 31
and a receiving selection circuit 35.

The self-search circuit 33 is configured to search for chan-
nels, and instruct, according to a channel search result, the
transmission selection circuit 31 to transmit optical signals
through one of at least two channels for transmitting optical
signals, where optical wavelengths of the at least two chan-
nels for transmitting optical signals are different.

The self-search circuit 33 is further configured to instruct,
according to a channel search result, the receiving selection
circuit 35 to receive optical signals through one of at least two
channels for receiving optical signals.

Optical wavelengths of the at least two channels for receiv-
ing optical signals correspond to the optical wavelengths of
the at least two channels for transmitting optical signals.

In this embodiment, the self-search circuit of the single
fiber bi-directional optical module may control selection of
optical communication channels between the local single
fiber bi-directional optical module and a peer single fiber
bi-directional optical module. Therefore, single fiber bi-di-
rectional optical modules at a local end and a peer end of an
optical line may have the same structure, and only one fiber
needs to be connected to a port of each single fiber bi-direc-
tional optical module on site; hence reliability of installation
is improved, and installation and maintenance costs are
reduced.

Optionally, as shown in FIG. 3, which is a schematic struc-
tural diagram of a single fiber bi-directional optical module
according to another embodiment of the present invention,
the transmission selection circuit 31 may include a transmis-
sion drive circuit 313 and at least two transmitting units 311
(for ease of description, FIG. 3 and subsequent relevant draw-
ings only illustrate the case of two transmitting units), where
wavelengths of optical signals transmitted by the at least two
transmitting units 311 are different. The transmission drive
circuit 313 is configured to select and drive, according to an
instruction of the self-search circuit 33, one of the at least two
transmitting units to transmit optical signals through one of
the at least two channels for transmitting optical signals.

Optionally, the transmission drive circuit 313 may be con-
nected to the at least two transmitting units 311 through a first
selection circuit 312. The transmission drive circuit 313 is
configured to select and drive, according to the instruction of
the self-search circuit 33 through the first selection circuit
312, one of the at least two transmitting units 311 to transmit
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optical signals through one of the at least two channels for
transmitting optical signals. The at least two transmitting
units 311 are connected externally to a communication fiber,
and driven by the transmission drive circuit 313 to transmit
optical signals through the communication fiber.

Optionally, as shown in FIG. 3, the receiving selection
circuit 35 may include: a receiving drive circuit 353 and at
least two receiving units 351 (for ease of description, FIG. 3
and subsequent relevant drawings only illustrate the case of
two receiving units). Wavelengths of optical signals received
by the at least two receiving units are different. The receiving
drive circuit 353 is configured to select and drive, according to
the instruction of the self-search circuit 33, one of the at least
two receiving units 351 to receive optical signals through one
of the at least two channels for receiving optical signals.

Optionally, the receiving drive circuit 353 may be con-
nected to the at least two receiving units 351 through a second
selection circuit 352. The receiving drive circuit 353 is con-
figured to select and drive, according to the instruction of the
self-search circuit 33 through the second selection circuit
352, one of the at least two receiving units 351 to receive
optical signals through one of the at least two channels for
receiving optical signals. The at least two receiving units 351
are connected externally to a communication fiber, and driven
by the receiving drive circuit 353 to receive optical signals
through the communication fiber.

Wavelengths of the at least two transmitting units 311 are
respectively equal to wavelengths of the at least two receiving
units 351 correspondingly.

The self-search circuit 33 is respectively connected to the
transmission selection circuit 31 and the receiving selection
circuit 35, and configured to instruct, according to a channel
search result, the transmission selection circuit 31 to transmit
optical signals, and instruct the receiving selection circuit 35
to receive optical signals, so as to control the single fiber
bi-directional optical module to establish optical communi-
cation channels of different wavelengths with a peer single
fiber bi-directional optical module.

In this embodiment, the single fiber bi-directional optical
module has a channel self-search function, and may control
selection of optical communication channels between a local
single fiber bi-directional optical module and a peer single
fiber bi-directional optical module through the self-search
circuit. Therefore, single fiber bi-directional optical modules
do not need to be used in pairs, reliability of installation is
improved, and installation and maintenance costs are
reduced.

FIG. 4 is a schematic structural diagram of a single fiber
bi-directional optical module according to another embodi-
ment of the present invention. As shown in FIG. 4, the single
fiber bi-directional optical module may use standard pins,
where the specific meaning of each pin is as follows:

Pin 16 is a transmitting power supply; pins 1, 17, and 20 are
transmitting grounds; pin 18 is a transmitting positive data
input; pin 19 is a transmitting negative data input; pin 3 is
transmission disable; pin 2 is transmission failure; pin 5 is a
MOD_DEF(1)I2C clock line; pin 4 is a MOD_DEF(2)I2C
data line; pin 8 is an LOS signal output; pin 6 is MOD_DEF
(0); pin 7 is not connected; pin 12 is a receiving negative data
output; pin 13 is a receiving positive data output; pin 15 is a
receiving power supply; and pins 9, 10, 11, and 14 are receiv-
ing grounds.

In the single fiber bi-directional optical module shown in
FIG. 4, input ends of the transmission drive circuit 313 are
correspondingly connected to the transmitting positive data
input pin 18 and the transmitting negative data input pin 19,
and an output end of the transmission drive circuit 313 is
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6

connected to the at least two transmitting units through the
first selection circuit 312. In this example, the transmitting
units are electrical/optical converters.

Input ends of a first electrical/optical converter 41 and a
second electrical/optical converter 43 are respectively con-
nected to the first selection circuit 312, and output ends of the
first electrical/optical converter 41 and the second electrical/
optical converter 43 are respectively connected to a commu-
nication fiber. The first electrical/optical converter 41 and
second electrical/optical converter 43 use different wave-
lengths. The wavelength selection range is not limited by the
embodiment of the present invention, so long as signals of
two wavelengths do not interfere with each other. For
example, the wavelength of the first electrical/optical con-
verter is 1310 nm, and the wavelength of the second electri-
cal/optical converter 43 is 1490 nm.

The transmission drive circuit 313 is configured to select
and drive, according to a selection instruction of the self-
search circuit through the first selection circuit 312, the elec-
trical/optical converter 41 or the second electrical/optical
converter 43 to perform electrical/optical conversion for sig-
nals of a host and transmit optical signals through the com-
munication fiber. Definitely, optionally, if a transmission dis-
able signal is valid, the first electrical/optical converter 41 and
the second electrical/optical converter 43 are turned off. In
this example, the transmission drive circuit 313 may be a set
of automatic temperature control (Automatic Temperature
Control, ATC), automatic power control (Automatic Power
Control, APC), and drive, and may further include a 2-to-1
selection circuit, namely, the first selection circuit 312. Defi-
nitely, the first selection circuit 312 and the transmission drive
circuit 313 may also be disposed separately. In normal opera-
tion, the transmission drive circuit 313 selects and drives one
of the first electrical/optical converter 41 and the second
electrical/optical converter 43 to be in a transmitting state,
and the other one to be in a turn-off state. When an external
transmission disable signal is valid, the two electrical/optical
converters may be both turned off.

In the single fiber bi-directional optical module shown in
FIG. 4, the two output ends of the receiving drive circuit 353
are correspondingly connected to the receiving negative data
output pin 12 and the receiving positive data output pin 13,
and the input end of the receiving drive circuit 353 is con-
nected to the at least two receiving units through the second
selection circuit 352. In this example, the receiving units are
optical/electrical converters.

Input ends of a first optical/electrical converter 51 and a
second optical/electrical converter 53 are respectively con-
nected to a communication fiber. The first optical/electrical
converter 51 and the second optical/electrical converter 53
may receive optical signals and perform optical/electrical
conversion. The first optical/electrical converter 51 and the
second optical/electrical converter 53 use different wave-
lengths. The wavelength of the first optical/electrical con-
verter 51 corresponds to the wavelength of the first electrical/
optical converter 41, and the wavelength of the second
optical/electrical converter 53 corresponds to the wavelength
of'the second electrical/optical converter 43. For example, the
wavelength of the first optical/electrical converter 51 is 1310
nm, and the wavelength of the second optical/electrical con-
verter 53 is 1490 nm.

The receiving drive circuit 353 is configured to select and
drive, according to the selection instruction of the self-search
circuit through the second selection circuit 352, the first opti-
cal/electrical converter 51 or the second optical/electrical
converter 53 to perform optical/electrical conversion for opti-
cal signals received through the communication fiber. In this
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example, the receiving drive circuit 353 may amplify the
signals converted by the optical/electrical converter, and may
further include a 2-to-1 selection circuit, namely, the second
selection circuit 352. Definitely, the second selection circuit
352 and the receiving drive circuit 353 may also be disposed
separately. In normal operation, the receiving drive circuit
353 selects signals of the first optical/electrical converter 51
or the second optical/electrical converter 53 to perform
amplification.

Optionally, the self-search circuit 33 may be further con-
figured to detect whether any exception occurs when the
receiving selection circuit 35 receives optical signals; further-
more, if an exception occurs when the receiving selection
circuit 35 receives optical signals, the self-search circuit 33 is
configured to instruct the transmission selection circuit 31
and the receiving selection circuit 35 to switch a current
channel for receiving optical signals and a current channel for
transmitting optical signals. For example, if it is detected that
loss or degradation occurs during reception of optical signals,
the self-search circuit 33 instructs the transmission selection
circuit 31 and the receiving selection circuit 35 to make
reselection to switch the current channel for receiving and the
current channel for transmitting.

In addition, further, as shown in FIG. 5, which is a sche-
matic structural diagram of a single fiber bi-directional opti-
cal module according to another embodiment of the present
invention, the single fiber bi-directional optical module may
further include:

a timer 36, configured to provide a timing signal for the
self-search circuit 33 according to a reference clock signal;
and

aclock circuit 37, configured to provide the reference clock
signal for the timer 36.

In this embodiment, the single fiber bi-directional optical
module has a channel self-search function, and may control
selection of optical communication channels between the
local single fiber bi-directional optical module and a peer
single fiber bi-directional optical module through the self-
search circuit. Therefore, the local and peer single fiber bi-
directional optical modules may have the same structure, and
only one fiber needs to be connected to a port of each single
fiber bi-directional optical module on site. The installation is
simple, and the modules do not need to be used in pairs; hence
device numbers and maintenance costs are reduced.

FIG. 6 is a schematic structural diagram of a transport
system based on a single fiber bi-directional optical module
according to an embodiment of the present invention. As
shown in FIG. 6, the transport system based on a single fiber
bi-directional optical module may include a first single fiber
bi-directional optical module A and a second single fiber
bi-directional optical module B.

Optical signals are transported between the first single fiber
bi-directional optical module A and the second single fiber
bi-directional optical module B through a communication
fiber.

The first single fiber bi-directional optical module A and
the second single fiber bi-directional optical module B are
single fiber bi-directional optical modules of any structure
provided by the embodiment of the present invention.

Optical signals are transported between the first single fiber
bi-directional optical module A and the second single fiber
bi-directional optical module B through a communication
fiber.

A transmission selection circuit of the first single fiber
bi-directional optical module A is configured to transmit opti-
cal signals to a receiving selection circuit of the second single
fiber bi-directional optical module B.
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A receiving selection circuit of the first single fiber bi-
directional optical module A is configured to receive optical
signals transmitted by a transmission selection circuit of the
second single fiber bi-directional optical module B.

FIG. 7 is another schematic diagram of a transport system
based on a single fiber bi-directional optical module accord-
ing to another embodiment of the present invention. As shown
in FIG. 7, in the transport system based on a single fiber
bi-directional optical module, at least two transmitting units
in the first single fiber bi-directional optical module A are
electrical/optical converters; and at least two receiving units
therein are optical/electrical converters. At least two transmit-
ting units in the second single fiber bi-directional optical
module B are electrical/optical converters; and at least two
receiving units therein are optical/electrical converters.

In the transport system based on a single fiber bi-direc-
tional optical module in this embodiment, a self-search circuit
of the single fiber bi-directional optical module may control
selection of optical communication channels between the first
single fiber bi-directional optical module and the second
single fiber bi-directional optical module. Therefore, struc-
tures of the first single fiber bi-directional optical module and
the second single fiber bi-directional optical module may be
the same, and the single fiber bi-directional optical modules
do not need to be used in pairs; hence device numbers and
maintenance costs are reduced, and reliability of on-site
installation is improved. Furthermore, because at least two
transmitting units and at least two receiving units are used, if
one channel therein is unavailable due to a fault of a trans-
mitting or receiving component, the channel self-search func-
tion may be restarted to implement switching, thereby imple-
menting channel-level protection and improving reliability.

FIG. 8 is a flowchart of an optical signal transport method
based on a single fiber bi-directional optical module accord-
ing to an embodiment of the present invention. As shown in
FIG. 8, the method includes:

100. A self-search circuit of the single fiber bi-directional
optical module searches for channels.

The searching, by a self-search circuit of the single fiber
bi-directional optical module, for channels, may specifically
include:

detecting whether any exception occurs during reception
of optical signals; and

if an exception occurs during the reception of optical sig-
nals, switching a current channel for receiving optical signals
and a current channel for transmitting optical signals.

101. According to a channel search result, the single fiber
bi-directional optical module transmits optical signals
through one of at least two channels for transmitting optical
signals, and receives optical signals through one of at least
two channels for receiving optical signals.

Optical wavelengths of the at least two channels for trans-
mitting optical signals are different, and optical wavelengths
of the at least two channels for receiving optical signals
correspond to the optical wavelengths of the at least two
channels for transmitting optical signals.

In this embodiment, the single fiber bi-directional optical
module has a channel self-search function, and may control
selection of optical communication channels between the
local single fiber bi-directional optical module and a peer
single fiber bi-directional optical module through the self-
search circuit. Therefore, the local and peer single fiber bi-
directional optical modules may have the same structure, and
only one fiber needs to be connected to a port of each single
fiber bi-directional optical module on site. The installation is
simple, and the modules do not need to be used in pairs; hence
device numbers and maintenance costs are reduced.
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Optionally, as shown in FIG. 9, which is a flowchart of an
optical signal transport method based on a single fiber bi-
directional optical module according to another embodiment
of the present invention, the channel search process in the
foregoing method may include:

200. Begin the process, and start channel self-search of an
optical module.

201. Enter a first mode A_MODE state, and in the
A_MODE state, select a first channel for transmitting optical
signals and a second channel for receiving optical signals.

202. In the A_MODE state, if channel switching is
required, switch to a second mode B_MODE state, and in the
B_MODE state, select the second channel for transmitting
optical signals and the first channel for receiving optical
signals.

For example, when loss or degradation occurs during
reception of optical signals, channel switching is required. In
an actual application, channel switching may also be required
due to other reasons, which are not described exhaustively
herein.

203. In the B_MODE state, if channel switching is
required, switch back to the A_MODE state, and select the
first channel for transmitting optical signals and the second
channel for receiving optical signals.

Optionally, in the B_MODE state, if channel switching is
required, it is also allowed to switch to a third mode
C_MODE state, and in the C_MODE state, select a third
channel for transmitting optical signals and a fourth channel
for receiving optical signals.

Steps 201 to 203 are repeated, until the reception of signals
is normal.

204. The optical module finishes the channel self-search.

Optionally, to ensure that the self-search circuits of the
single fiber bi-directional optical modules at both ends select
a channel correctly, an algorithm may be used to control
channel switching of the single fiber bi-directional optical
modules at both ends. For example, an 11-bit linear feedback
shift register S[10:0] may be used to generate a pseudo ran-
dom sequence. FIG. 10 is a schematic state diagram of a shift
register in an optical signal transport method based on a single
fiber bi-directional optical module according to another
embodiment of the present invention, where S[10] of the shift
register is a detection point, and an XNOR operation is per-
formed on values of S[10] and S[8] to obtain S[0]. Table 1 is
an example showing the specific content of the shift register
S[10:0] in different clock periods.

TABLE 1

Content of the shift register S[10:0] in different clock periods
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Referring to Table 1, the first single fiber bi-directional
optical module A and the second single fiber bi-directional
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optical module B may use the shift register to decide whether
channel switching is required. For example, if the self-search
circuit detects that no signal is lost, the currently selected
transmitting and receiving channels are maintained. If signals
are lost, whether channel switching is required may be
decided according to the value of S[10] of a detection point of
the shift register. A switching indication of each mode may
correspond to a different value of S[10]. For example, S[10]=
0 means switching to the second mode, and S[10]=1 means
switching to the first mode.

With reference to Table 1 above, the following describes a
specific working principle of a channel self-search state
machine. FIG. 11 is a schematic diagram ofa state machine in
an optical signal transport method based on a single fiber
bi-directional optical module according to another embodi-
ment of the present invention. Specifically, the following may
be included:

(1) After an optical module is powered on, if externally
input transmission disable TX_Disable is valid (for example,
TX_Disable=true, which indicates that transmission is dis-
abled), turn off the first electrical/optical converter and the
second electrical/optical converter, and return to execute (1).
Otherwise, execute (2) to enter a channel self-search state. (1)
is an optional step. The channel self-search of the optical
module may also be started by default or in other manners,
instead of using the TX_Disable to control the starting of the
self-search of the optical module.

(2) Ifthe externally input transmission disable TX_Disable
of the optical module is invalid (for example,
TX_Disable=false, which indicates that transmission is
allowed), enter the first mode A_ MODE state, select the first
channel for transmitting, select the second channel for receiv-
ing, and start a Sample_timer timer.

(3) In the A_MODE state, if timing of the Sample_timer
timer reaches its predetermined value (for example, Sample_
timer_done is valid), and the detection point of the shift
register is a switching indication of the first mode, for
example, when S[10] (Det_point)=0 or LOS_Det=true is
detected, that is, signals are received normally, finish the
current channel self-search, maintain the current A_ MODE
state, and meanwhile restart the Sample_timer timer. There-
fore, the channel self-search result is: in the A_MODE state,
selecting the first channel for transmitting, and selecting the
second channel for receiving. The Sample_timer timer may
provide a sampling window long enough to ensure that sig-
nals can be correctly detected. The time directly affects the
channel search time. It is recommended that the time should
be adjusted by actual measurement and verification under a
circumstance of a longest transmission distance. It is recom-
mended that the timer period should be about 50 ms. Sample_
timer_done is valid when timing of the Sample_timer timer
reaches its predetermined value.

(4) In the A_MODE state, if timing of the Sample_timer
timer reaches its predetermined value (Sample_timer_doneis
valid) and the detection point of the shift register is a switch-
ing indication of the second mode, for example, when S[10]
(Det_point)=1, and LOS_Det=false is detected, that is, loss
occurs during reception of signals, switch to the second mode
B_MODE state, select the second channel for transmitting,
select the first channel for receiving, and restart the Sample_
timer timer (that is, Start Sample_timer).

(5) In the B_MODE state, if timing of the Sample_timer
timer reaches its predetermined value (for example, Sample_
timer_done is valid), and the detection point of the shift
register is a switching indication of the second mode, for
example, when S[10] (Det_point)=1 or LOS_Det=true is
detected, that is, signals are received normally, finish the
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current channel self-search, maintain the current B_MODE
state, and meanwhile restart the Sample_timer timer. There-
fore, the channel self-search result is: in the B_MODE state,
selecting the second channel for transmitting, and selecting
the first channel for receiving.

(6) In the B_MODE state, if timing of the Sample_timer
timer reaches its predetermined value (Sample_timer_doneis
valid) and the detection point of the shift register is a switch-
ing indication of the first mode, for example, when S[10]
(Det_point)=0, and LOS_Det=false is detected, that is, loss
occurs during reception of signals, switch to the A_ MODE
state again: select the first channel for transmitting, and select
the second channel for receiving. Repeat this until signals are
received normally. Then the channel self-search is finished.

(7) If timing of an A_time timer reaches its predetermined
value (A_Time_done is valid), and LOS_Det=false, that is,
loss occurs during reception of signals, enter the A_ MODE
state: select the first channel for transmitting, select the sec-
ond channel for receiving, and start the Sample_timer timer.
Repeat (3) to (6) until signals are received normally. Then the
channel self-search is finished. A_timer is a free-run timer,
used as a state machine to return to an initial state. The timer
is used to reduce the possibility that channel search enters a
deadlock state when two nodes select the same transmitting
and receiving channels at the same time. It is recommended
that the timer period is about 1.3 s. A_Time_done is valid
when timing of the A_timer timer reaches its predetermined
value.

Preferably, the enabling and disabling of the channel self-
search function added for the single fiber bi-directional opti-
cal modules at both ends in the embodiment of the present
invention may be controlled externally. The function is
enabled by default. The transmitting ends of the first channel
and second channel can be turned oft and queried separately.
A transmission disable control signal TX_Disable sent by an
external optical module has the highest priority. Therefore, if
an external turn-off control signal indicates that transmitting
is enabled, the TX_Disable register may independently con-
trol turn-off of the transmitting end. If the external turn-off
control signal indicates that transmitting is not enabled, the
transmitting ends of two channels are both turned off. In
addition, a transmitting channel may be selected. Before out-
put optical interface indicators of different transmitting chan-
nels are tested, corresponding transmitting channels may be
selected. Before the operation, it is necessary to disable the
channel search function. The current selected transmitting
and receiving channels may be queried.

The single fiber bi-directional optical module in this
embodiment may control selection of optical communication
channels. Therefore, structures of single fiber bi-directional
optical modules of two communication ends may be the
same, and the single fiber bi-directional optical modules do
not need to be used in pairs; hence device numbers and
maintenance costs are reduced, and reliability of on-site
installation is improved.

Finally, it should be noted that the foregoing embodiments
are merely intended for describing the technical solutions of
the present invention other than limiting the present inven-
tion. Although the present invention is described in detail with
reference to the foregoing embodiments, a person of ordinary
skill in the art should understand that they may still make
modifications to the technical solutions described in the fore-
going embodiments, or make equivalent replacements to
some technical features thereof, without departing from the
scope of the technical solutions of the embodiments of the
present invention.
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What is claimed is:

1. A single fiber bi-directional optical module, comprising:

atransmission selection circuit comprising a first selection

circuit;

a receiving selection circuit comprising a second selection

circuit; and

a self-search circuit respectively connected to the transmis-

sion selection circuit and the receiving selection circuit,
wherein:

the self-search circuit is configured to search for channels,

and instruct through the first selection circuit, according
to a channel search result, the transmission selection
circuit to transmit optical signals through one of at least
two channels for transmitting optical signals, wherein
optical wavelengths of the at least two channels for
transmitting optical signals are different; and

the self-search circuit is further configured to instruct

through the second selection circuit, according to a
channel search result, the receiving selection circuit to
receive optical signals through one of at least two chan-
nels for receiving optical signals;

wherein optical wavelengths of the at least two channels

for receiving optical signals correspond to the optical
wavelengths of the at least two channels for transmitting
optical signals, and

wherein the transmission selection circuit comprises a

transmission drive circuit and at least two transmitting
units connected to the transmission drive circuit through
the first selection circuit.

2. The single fiber bi-directional optical module according
to claim 1, wherein:

wavelengths of optical signals transmitted by the at least

two transmitting units are different, and

the transmission drive circuit is configured to select and

control, according to an instruction of the self-search
circuit, one of the at least two transmitting units to trans-
mit optical signals through one of the at least two chan-
nels for transmitting optical signals.

3. The single fiber bi-directional optical module according
to claim 2, wherein the selecting and controlling one of the at
least two transmitting units by the transmission drive circuit,
according to the instruction of the self-search circuit, is
through the first selection circuit.

4. The single fiber bi-directional optical module according
to claim 2, wherein:

the receiving selection circuit comprises a receiving drive

circuit and at least two receiving units connected to the
receiving drive circuit through the second selection cir-
cuit,

wavelengths of optical signals received by the at least two

receiving units are different, and

the receiving drive circuit is configured to select and con-

trol, according to the instruction of the self-search circuit
through the second selection circuit, one of the at least
two receiving units to receive optical signals through
one of the at least two channels for receiving optical
signals.

5. The single fiber bi-directional optical module according
to claim 4, wherein the selecting and controlling of the one of
the at least two receiving units by the receiving drive circuit,
according to the instruction of the self-search circuit, is
through the second selection circuit.

6. The single fiber bi-directional optical module according
to claim 4, wherein the transmitting units are electrical/opti-
cal converters, and the receiving units are optical/electrical
converters.
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7. The single fiber bi-directional optical module according
to claim 1, wherein the self-search circuit is further config-
ured to detect whether any exception occurs when the receiv-
ing selection circuit receives optical signals.

8. The single fiber bi-directional optical module according
to 7, wherein if an exception occurs when the receiving selec-
tion circuit receives optical signals, the self-search circuit is
further configured to instruct the transmission selection cir-
cuit and the receiving selection circuit to switch a current
channel for receiving optical signals and a current channel for
transmitting optical signals.

9. A transport system based on a single fiber bi-directional
optical module, comprising a first single fiber bi-directional
optical module and a second single fiber bi-directional optical
module, wherein:

the first single fiber bi-directional optical module is the

single fiber bi-directional optical module according to
claim 1, and the second single fiber bi-directional optical
module is the single fiber bi-directional optical module
according to claim 1; and optical signals are transported
between the first single fiber bi-directional optical mod-
ule and the second single fiber bi-directional optical
module through a communication fiber, wherein

a transmission selection circuit of the first single fiber

bi-directional optical module is configured to transmit
optical signals to a receiving selection circuit of the
second single fiber bi-directional optical module; and

a receiving selection circuit of the first single fiber bi-

directional optical module is configured to receive opti-
cal signals transmitted by a transmission selection cir-
cuit of the second single fiber bi-directional optical
module.
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10. An optical signal transport method based on a single
fiber bi directional optical module, comprising:
searching, by a self-search circuit of the single fiber bi-
directional optical module, for channels; and
according to a channel search result, instructing the single
fiber bi-directional optical module through a first selec-
tion circuit, to transmit optical signals through one of at
least two channels for transmitting optical signals, and
instructing the single fiber bi-directional optical module
through a second selection circuit to receive optical sig-
nals through one of at least two channels for receiving
optical signals;
wherein the instructing to transmit the optical signals is
sent to a transmission drive circuit to select one of the at
least two optical channels through the first selection
circuit to transmit the optical signals, and
wherein optical wavelengths of the at least two channels
for transmitting optical signals are different, and optical
wavelengths of the at least two channels for receiving
optical signals correspond to the optical wavelengths of
the at least two channels for transmitting optical signals.
11. The method according to claim 10, wherein the search-
ing, by a self-search circuit of the single fiber bi-directional
optical module, for channels, specifically comprises:
detecting whether any exception occurs during reception
of optical signals; and
if an exception occurs during the reception of optical sig-
nals, switching a current channel for receiving optical
signals and a current channel for transmitting optical
signals.



